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The refrigerator is inserted in the bottom frame section of the seat 

behind the driver. For safety reasons it must be secured to folding down 
the rear seat. 

When the seat is not down the refrigerator can be pulled out of the seat 

frame with ease; -> it may however, be necessary to pull the plug out 
of the socket. 

The type plate is on the bottom of the unit. Before turning the refrigerator 
on for the first time check whether the voltage details on this plate are 
the same as those of the power source (battery/mains connection). 

There is a cable store (A) on the rear of the efrigerator for the 
connection cable and plug. 
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For DC battery operation the plug must be inserted into the socket
 

provided for it in the vehicle; it may be necessary to disconnect the
 
adapter (8) from the plug.
 

The thermostat knob (C) is in the container on the left-hand side of the
 

rear wall. To adjust it the seat is to be folded up, the cover pulled in the
 
direction indicated by arrow 1 as far as it will go and then lifted as
 

indicated by arrow 2.
 

To switch the unit on
 

(Check whether the plug is in the socket).
 

Turn the thermostat knob clockwise beyond the slight resistance/
 
pressu re point and thence to any arbitrary position.
 

Temperature control
 

The cooling capacity can be infinitely adjusted up to the MAX position
 
using the thermostat knob. In normal ambient temperatures an average
 
internal temperature of approx. +8'C is achieved in position 3. If, for
 
example a lower internal temperature is required a higher setting must
 

be selected, in other words 4-5 to MAX. The selected cooling capacity
 
is automatically regulated by the thermostat.
 

To switch off
 

Pull the plug out of the socket or turn the thermostat knob anti-clockwise
 

to the 0 position. A slight resistance/pressure point must be overcome
 

before this position can be reached.
 

The refrigerator is equipped with an electronic battery monitoring
 
system so that it is ensured that the battery cannot be fully discharged
 

by the unit which may result in the vehicle being difficult to start.
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If the vehicle has been parked for a lengthy period with the refrigerator 

switched on the refrigerator is switched off automatically. The 
refrigerator cuts in automatically when the battery has been charged 
sufficiently by the generator. 

For AC mains operation the refrigerator can be equipped with a special 
Electrolux mains adapter so that it can be operated or precooled at 

home, in a hotel, etc. 
The unit is switched on and off and the temperature controlled in exactly 

the same way as for DC battery operation. If both types of power 
sources are connected simultaneously the unit will operated in the AC 

mains mode. 

Caution If the unit is operated in the open air it must be ensured that 

the refrigerator is protected from rain and spray. 

To clean the unit only luke warm water should be used. If necessary 

only use mild household detergents as an additive. Do not use acidic 
or scouring agents or ones with a strong odour since they could damage 

the surfaces and leave unpleasant odours. Dry cleaned parts. Leave 
the cover open for a time after cleaning. 

The ventilation slits in the cover must be kept clean at all times. Any 
foreign bodies are to be removed immediately. Never close the 

apertures with cushions, blankets, clothing or. the like. 

The terms of guarantee and addresses of service centres are given in 
the enclosed brochure. 
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